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MECHANICAL SPECIFICATION

MARKING

①/⑥ ：Out/In Port
②~⑤：Ground
     D: DAPU Code

I: Isolator
b1: Frequency

j: Year/ Month of Production 
B: Week of Production 
2: Day of Production 
: Input Port
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TEMPERATURE RANGE

Operating temperature range:-40~+85℃
Storage temperature range:-40~+125℃

ELECTRICAL CHARACTERISTICS

Min. Typ. Max. Min. Typ. Max.
Frequency  range MHz 729 768 729 768 729 768
Insertion Loss dB - - 0.80 1.30
Isolation dB - - 15 9
Return Loss dB - - 12 11
Power Handing （Average ） W 3 3
Power Handing （Peak ） W 10 10
Reflection power W 2 2
Characteristic Impedance (ohm) Ω 50 50
Case Style - SMD SMD

DP-A-0011（00）
2020.11.06

Parameter Unit Frequency (MHz)
Customer Spec DP Spec
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RECOMMENDED LAND PATTERN

RECOMMENDED REFLOW PROFILE
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PACKING STYLE

REEL DIMENSIONS

TAPE DIMENSIONS

PACKAGE QUANTITY

1000 PCS/REEL
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1 2020.11.06 Nina New regulations
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