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1、Electrical Parameters 

MODEL：DP7X10000012 

No. Parameters SYM. 
Electrical Spec. 

Notes 
Min. Typ. Max. Units 

1 Nominal Frequency FL 100.00 MHz  

2 Output Waveform  HCSL   

3 Frequency Stability(Over all) - -25  +25 ×10-6 

Frequency stability 

includes frequency 

tolerance@25℃ and 

frequency stability 

vs.operating temperature 

range and voltage  

variance and first year 

aging. 

4 Aging  -3  +3 ×10-6 First year 

5 Operating Temperature Topr -40 ~ +85 ℃ 

The operating temperature 

range over which the 

frequency stability is 

measured. 

6 Storage Temperature  Tstg -55 ~ +125 ℃  

7 Supply Voltage  3.135 3.3 3.465 V  

8 Current  - - 50 mA 
At maximum supply 

voltage 

9 Output Load   50  Ω  

10 Output Voltage High VoH 0.6 - - V  

11 Output Voltage Low Vol - - 0.15 V  

12 Output Symmetry - 45 50 55 %  

13 Rise Time  Tr - - 0.5 ns  

14 Fall Time Tf - - 0.5 ns  

15 Start-up Time Tosc - - 10 ms  

16 Enable Control - Yes - Pin 1 

17 Output Enable VHI 
2.31 or 

Floating 
  V  

18 Output Disable VLO   0.99 V  

19 

Phase Noise 

  -90  dBc/Hz 100Hz 

20   -120  dBc/Hz 1kHz 

21   -130  dBc/Hz 10kHz 

22   -140  dBc/Hz 100kHz 

23 RMS Phase Jitter    0.5 ps 12kHz-20MHz 
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2、Mechanical Structure(mm) 
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3、Test Circuit 

 

4、Recommended IR Reflow Profile 

 

5、Package: Tape & Reel (mm) 
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