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The Parameter of Product 

 

W/DP RD-Q4187-01-A0 

 
 

Customer Code :                      
 

 

 

 

 

 

 

 

 

 

 

                               
DAPU  P/N:     OSC224-C619-50.00MHz 

 
                                                                             

 
 

        

Plot The Label 

Drew Audited Approved 
 

 

 

 

 

Stamp, please! Thanks! 
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Guangdong Dapu Telecom Technology Co.,Ltd 
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、Electrical Parameters 

17 

Shock Free Drop from 75cm height on a hard wood board for 3 time. 

Vibration 10~55Hz 1.5mm p-p 1~2min/CICLE,X,Y,Z 2H for each plane 

Aging 85℃±3℃ 720H(No BIAS) 

High Humidity 40℃±2℃ X 90%-95% 96H(No BIAS) 

Temperature Cycle -40℃~85℃,30min X 10 Cycle 

Solderability MIL-STD-202,Method 208 

2、Test Circuit 

 

 

MODEL：OSC224-C619-50.00MHz 

No. Parameters SYM. 
Electrical Spec. 

Notes 
Min. Typ. Max. Units 

1 Nominal Frequency FL 50.00 MHz  

2 Output Waveform  LVPECL   

3 Supply Voltage  3.135 3.3 3.465 V  

4 Frequency Stability F-stab -50  +50 ×10
-6

 

Inclusive of initial tolerance, 

operating temperature, rated 

power supply voltage, and load 

variations 

5 Operating Temperature T-opr -40 ~ +85 ℃  

6 Storage Temperature  T-stg -55 ~ +125 ℃  

7 Aging(year)  -3  +3 ×10
-6

  

8 Current Consumption Idd -  70 mA  

9 Output Load    50 Ω VDD-2.0V 

10 Rise/Fall Time Tr、Tf   1 ns 20%~80% output swing level 

11 Duty Cycle DC 45  55 %  

12 Output Voltage High VOH 2.275   V  

13 Output Voltage Low VOL   1.680 V  
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3、Output Waveform 

 

4、Mechanical Structure(mm) 

 
 Note1:Tolerance±0.2mm without mark 

5、Reflow Soldering Curve (RoHS) 

 

 



                                                                
                                                                         

 

 

  Specification No.: 1.0                      Customer Signature:                       Page  4/4   
 

http://www.dptel.com 

Bldg16,.N.Ind.Zone,SSL Industry Park, 

Dongguan City, Guangdong Province, 

PR China         

TEL:0086-0769-88010888 

FAX:0086-0769-81800098 
 

Guangdong Dapu Telecom Technology Co., Ltd 

6、Package: Tape & Reel (mm) 
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